N.D.JEANS

ENGINEERING
Agricultural Livestock Feed Storage Solutions

Range 3: High-Level Side Discharge Silo.

We provide a range of side discharge silos for filling feeder wagons
and trailers.

Our silos are of a sturdy, high-quality, fully-galvanised steel
construction with a low-maintenance lifespan of 30+ years when
correctly cared for. They all have smooth walls, ensuring good flow of
feed without the trapping effect of corrugated sections.

Features:

/5 to 28 tonnes
/ Fully galvanised
Heavy duty support structure
Filler pipe (100mm)
Exhaust pipe (150mm)
60-degree cone
/ Smooth wall
/Level indication windows
/Cone inspection door
/300mm (12”) diameter projecting chute (1m from legs profile)

/2.8m clearance under chute

Optional extras:

/Colourcoded /Extraheight

J Load cells

Delivery:

Silos are delivered nationwide, tipped upright and secured to the
ground using our specialized transport. No customer assembly is
required, just a concrete base.

Please contact us for more information:
@ 01963 370044

@ www.ndjeans.co.uk

info@ndjeans.co.uk
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Like us on Facebook, follow us on Twitter

N D Jeans Engineering Ltd, Stevens Works, Temple Lane, Templecombe, Somerset, BA8 0JW

N D Jeans Engineering Ltd reserves the right to alter product specifications without prior notice. Whilst every effort has been made to ensure all details and images are correct at time of publication we cannot be held responsible for any
errors or omissions. November 2015.
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Specifications & Dimensions

Capacity Volume Overall Side | Diameter

High-Level Height wall

Side Discharge Tonnes %
projection
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NDJ-304/60SD-H | 4.9T 5.5T 5.9T 86 |304|85|2710°| 1 23| 7.5 |2.7x2.7mx0.23m
NDJ-413/60SD-H = 6.7T 7.5T 8.1T 11.7 | 413 | 9.1 | 29'10” | 15 |23 7.5 |2.7x2.7mx 0.23m
NDJ-498/60SD-H = 8.1T 9T 9.7T 14.1 | 498 | 9.7 | 31°9” 2 23| 75 |2.7x2.7m x 0.23m
NDJ-579/60SD-H = 9.4T 10.5T | 11.3T | 16.4 |579 10.3| 33'9” | 25 |23 7.5 |2.7x2.7m x 0.23m
NDJ-664/60SD-H | 10.8T | 12.2T | 13.0T | 18.8 | 664 10.9| 359" 3 23| 75 [2.7x2.7mx0.23m
NDJ-692/60SD-H | 11.3t | 12.7T | 13.5T | 19.6 | 692 9.6 | 31'6” 3.0 10.0 |3.5x 3.5m x 0.30m
NDJ-749/60SD-H | 12.1T | 13.8T | 14.7T | 21.2 | 749 115| 378" | 35 |23 7.5 |2.7x2.7m x 0.30m
NDJ-798/60SD-H | 13.0T | 14.7T | 15.7T | 22.7 | 798 10.2| 33.6 | 15 |30 10 |3.5x 3.5m x 0.30m
NDJ-991/60SD-H | 14.8T | 16.7T | 17.8T | 25.8 | 911 [10.8| 355" 2 |3.0] 10.0 |3.5% 3.5m x 0.30m
NDJ-1020/60SD-H | 16.6T | 18.8T | 20.0T | 28.9 |1020|11.4| 37°5" | 2.5 |3.0| 10.0 |3.5x 3.5m x 0.30m
NDJ- 1193/60SD-H| 18.8T | 22.0T | 23.4T | 338 [1193|12.0| 39'5” 3 |3.0| 10.0 |3.5x 3.5m x 0.30m
NDJ-1356/60SD-H | 21.6T | 2507 | 26.6T | 38.4 |1356|12.6| 41'5” | 3.5 [3.0| 10.0 |3.5x 3.5m x 0.30m
NDJ-1518/60SD-H | 24.2T | 28.0T | 29.8T | 43.0 |1518|13.2| 434" 4 13.0| 10.0 |3.5x 3.5m x 0.35m

Please check our other discharge options for filling a diet feeder/trailer
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P All our silos are recycable after a long lifetime of storing your feed. &
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